Horizontal Steel Frame for 8'h x 4'w Banner

1. **TYPE B**
   - Scale: 3/4" = 1'-0"

2. **Plan View**
   - Scale: 3/4" = 1'-0"

3. **Banner Connection Detail**
   - Scale: 1" = 1'

**2" X 2" SQ. Steel Tube - Powder Coated Metallic Silver w/Satin Clear Top Coat**

**1 1/2" X 1/4" Steel Flat Stock Fillet Welded to 2" x 2" SQ. Steel Tube**

**Grommet TYP.**

**4' X 8' Banner Quick Link or Vinyl Coated Aircraft Cable w/Compression Fitting Qty 14**

**Grade**

**Steel Stopper Plate Welded to 2" x 2" SQ. Steel Tube Bolted Connection Round Utility Box**

**2 1/2" X 2 1/2" SQ. Steel Tube Sleeve With Anti Corrosion Pipe Wrap 1-6"Ø x 5'-0" or 2'-0"Ø x 4'-0" 2,500 psi Concrete Caisson**

**Stainless Steel Quicklink**
Vertical Steel Frame for 8'h x 4'w Banner  **TYPE A**

Scale: 3/4" = 1'-0"

- **Steel Stopper Plate**
  - Welded to 2" X 2" SQ. Steel Tube
  - Bolted Connection
  - Round Utility Box

- **2½" X 2½" SQ. Steel Tube Sleeve**
  - With Anti Corrosion Pipe Wrap
  - 1-6"Ø x 5'-0" or 2'-0"Ø x 4'-0"
  - 2,500 psi Concrete Caisson

Banner Connection Detail

Scale: 1" = 1'